
                                      
 

TECHNO WASINO : JD 1 : TWIN SPINDLE WITH FEDEK BAR FEEDER  
 

 Control : Fanuc 21itb : Year : 2003/04 

 Maximum swing dia.: 9-27/32" 

 Nominal workpiece(D x L): 1" x 1" 

 Maximum workpiece diameter: 1-1/2" 

 Maximum workpiece length: 2" 

 Bar capacity: 63/64" 1/2" 

 Center height from floor: 39" 

 Main spindle nose: 100 (4) flat nose 

 Main spindle bore: 1-3/4" 

 Maximum main spindle speed:6000 

 Standard main spindle chuck: Collet chuck SAD-25 

 Standard main spindle chuck bore: 63/64" 

 Subspindle nose: AS2-50 

 Maximum subspindle speed:6000 

 Standard subspindle chuck: Collet chuck TC-13 

 Standard supspindle chuck bore: 1/2" 

 X-axis (cross slide) travel: 3-1/8 + 3/16" 

 Z-axis (saddle) travel: 4-15/16 + 3-3/4" 

 B-axis (subspindle) travel: 9-27/32" 

 Turret type: 8-station drum 

 Number of attachable tools: 8 pcs 

 Standard tool shank: 25/32" 

 Boring tool shank diameter: 1" 

 Main spindle motor, cont./30min.: 5/7.5 HP 

 Subspindle motor, cont./15 min.: 0.75/1.5 HP 

 Year : 2003 

 Condition : Under power, Ready To Use,  

 Available On Request : You can take small cutting trial on basic job 

 Available On Request : We can do Installation at your work shop 

 Maintenance Training for 1 Day is Mandatory for your staff 

 With Renishaw Laser Calibration Accuracy Reports  

Latest Stock updates from Machinery Clinic : On Android App  

https://play.google.com/store/apps/details?id=com.machinerymall 
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